INTRODUCING THG 




The EZQ uest® Cobra USB 2.0 Hard Drive is designed for use with 
Apple®: iMac™, iBook™, PowerBook™, G3™, G4™ tower, G4™ Cube 
and PC's running Win98™ or Higher. Complete and ready to install, 
The EZQ uest® Cobra USB 2.0 drives include: Hard Disk Speedtools 
software and all necessary cables. 

Our EZQ uest® Cobra USB 2.0 drives are ideal for archiving data, 
extra storage solutions, and transferring data to other USB 2.0 enabled 
computers- The possibilities are endless enjoy your EZQ uest® Cobra 
drive! ***** 

tHUVfftSAi SEBMt MVS 

This manual covers the following EZQ UEST® models: 



COBRA 40-120GB USB HD 2.0 EXT. KIT 




All hardware and software mentioned is copyrighted with all rights reserved. Any product names 
mentioned in this manual are the property of their respective owners. EZQ uest® holds no 
responsibility and makes no warrantee in regards to the written material in this manual and shall 
not be held liable for errors or incidental or consequential damage that may occur in translation/use 
of this manual and or the product described within. EZQ uest® logo and name are trademarks of 
EZQuest. Use of logo for commercial purposes can not be done without written consent from EZQ uest.® 

This manual was created by: Dean Kishiyama 2002 
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CHECKLIST 





HOD 




UNIVERSAL SERIAL BUS 



OBRA<o> 

PRO-MAR 5GRIGS 

PACKAGE CONTAINS: 

□ COBRA USB HARD DRIVE 

□ USB cable 

□ Power Cable 

□ Hard Disk Speedtools 

□ Quick Setup Manual 



□ EZ-Startup CD- Includes: Multimedia Manual. 

PDF Manual, Warranty Card 
and Registration Form. 



DRIVG DETAILS 




DRIVE SPECIFICATIONS 



Cobra Hard Drive 7200 RPM 



Capacities: 40,60,80,100,120GB 

Buffer Size: 2MB 

Media Transfer Rate: 297Mb/s 

Data Transfer Rate: 30-35 (USB 2.0), 5-7 MB/sUSB 1.1 

Sector Size: 512 bytes 

Latency: 4.17 ms 

Seek time (average): 8.5ms 

Internal Drive Interface: ATA 100 

Cable Transfer Rate 50MB/s (usb 2.0), 7MB/s (USB1.0, 1.1) 

Dimensions 8.875"x7"x2.25" 

Weight 4.5lbs 



Please note that USB 2.0 requires the use of a USB 2.0 Adapter 
card. If you are using your internal USB interface, it is most likely 
USB 1 .0 or 1 .1 and you will only be able to transfer at 7MB/s 

umasM. SIMAl BUS 
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PRECAUTIONS! 



IMPORTANT! 

If your drive is delivered under hot or cold conditions, please allow the 
drive to reach room temperature before operating to prevent damage. 

AVOID SUBJECTING YOUR COBRA TO: 

•High humidity and or high temperature/direct sunlight 

• Liquids 

•Dusty environment 

• Excessive vibration/sudden shock 
DO NOT! 

•Try and Service Unit yourself! (Doing this will void COBRA warranty.) 

• Do not open or remove covers! 
MISC: 

• If you have a blue and white G3 make sure you update your firmware and have 
version 1.1 or greater. 
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SOFTWARE INSTALLATION 



MAC 

1 Insert the Hard Disk Speedtools software CD 

2 Open the installer 

3 Make sure the USB drivers are selected and click install 

4 Restart your computer. 



PC 

To install the usb drivers, place the EZ-startup Kit CD in your 
computer's CD-ROM drive and restart your computer. When 
Windows asks for a driver, direct it to your EZ-startup Kit CD. 
The drivers for your device are located there. 
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HARDWARE INSTALLATION 



MAC 

1 Plug the power cable into the drive 

2 Connect the other end to an outlet 

3 Connect the USB cable in to the USB port behind the drive 

4 Connect the other cable end to the computer's USB port or a USB 
port on your USB 2.0 Card 

5 Turn the drive on and start the computer 



PC 

1 Plug the power cable into the drive 

2 Connect the other end to an outlet 

3 Connect the USB cable in to the port behind the drive 

4 Connect the other cable end to the computer 

5 Turn the drive on and start the computer 
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FREQUENTLY ASKED QUESTIONS 



Mounting the Cobra 

How do I mount My USB Cobra hard Drive? 

If your cobra USB Hard drive does not mount immediately after installing the software, 
you can open the Hard Disk Speedtools program and click mount after selecting the 
desired drive. 

How do I create Multiple Partitions? 

In order to create multiple partitions, you must reformat your hard drive and select the 
number of partitions you wish to create and how large you want each partition, (see soft- 
ware manual for more details) 
Disconnecting the Drive 
What is the best way to disconnect my drive? 

If you are using a PC, click twice on the hotplug icon in the system tray then click "stop 
device" before removing the hard drive. If you are using a Macintosh, you need only 
throw the Hard Drive icon in the trash before removing the hard drive. 
Transfer Errors 

My data is being corrupted when I transfer it to my Cobra USB hard Drive. 

Your drive may need to be reformatted. Try to do a low level form at on your drive. PC 
users, run scandisk to check for errors. 
05X 

USB 2.0 Drives will work with OSX without the use of any third party drivers. 

To install your USB 2.0 Drive simply connect your drive to your computer's 

USB port and open the Apple Disk Utility (located under applications->utilities) 

and erase the disk. 

For updated information check out our FAQ page online. 

www.ezq.com 

or contact 
888.898.8380x216 
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TROUBLE SHOOTING 



DRIV€ STOPS RESPONDING 

If your drive stops responding or stops being recognized on your PC, you should try 
to turn the drive off and pull the USB cable from the back of the drive. Then connect 
the cable again and power the drive. 

DRIVE INTEGRITY 

If you are having trouble with drive integrity, you may need to do a low level format on 
your drive. PC users may need to run scandisk. 

SOFTWARE DOES NOT LOAD 

Go to the EZQuest website (www.ezq.com) and download the latest drivers. Contact 
tech@ezq.com if you still have problems. 

DRIVE DOES NOT WORK ON MY PC 

Go to the EZQuest website (www.ezq.com) and download the USB Drivers. Sometimes 
you may need to update the driver in the device manager control panel and select the 
folder where you have the USB drivers saved. 
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WHAT IS USB 



BMIVEHSAL SERIAL BUS 



U S (Universal Serial Bus) is one of the most widely used buses on the 
market today. USB allows for easy connection without having to Turn the 
computer off. Unlike regular serial connections, USB can work on either 
Mac or PC. USB requires little or no connection and is capable of speeds of 
up to 10 times faster than apple serial ports and much faster than adb ports. 
USB allows you to to : 

1 Move your Cobra from computer to computer without having to restart 
your computer. 

2 Turn your Cobra on and off at any time without having to restart 
your computer. 

3 Transfer files from Macintosh computers to PC computers (must 
format drive on PC) 

USB 2.0: USB 2.0 is the new standard in USB technology. It offers the 
same convenience of USB with much increased speeds. USB 2.0 allows 
transfer rates of up to 50MB/s but requires a USB 2.0 host adapter card to 
utilize these speeds. Without a USB 2.0 adapter you will only be able to uti- 
lize USB 1.1 speeds. 

Other EZQ uest® USB products currently available: 

USB 2.0 Boa CDR/W Drives 8x4x32, 24x10x40, 32x10x40, 40x12x48 
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INSTALLED EXTENSIONS 



MACINTOSH INSTALLED EXTENSIONS: 



□ I CJ EXTENSIONS! 


SB 




HDST™ USB Support Shim (u300) HDST 1 " USB Support Driver (u300) 











Make sure you have installed HDST USB Support Shim, and HDST USB 
Support Driver. These drivers will allow your drive to be seen in hard disk 
speedtools. 
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UNIVERSAL POWER SUPPLY 



SPECIFICATION OF SWITCHING POWER SUPPLY 

50W UL,CSA,TUV,FCC 

I. INPUT CHARACTERISTICS: 



AC INPUT VOLTAGE : 90-264VAC 

AC INPUT FREQUENCY : 47-63Hz 

AC INPUT CURRENT : 1.2A MAX. AT 115VAC INPUT, FULL LOAD 

0.6A MAX. AT 230VAC INPUT, FULL LOAD 

INRUSH CURRENT : 16A AT 1 15VAC INPUT 

32A AT 230VAC INPUT 

FUSE RATING : 2A/250VAC ON BOARD 

EFFICIENCY :70% MIN. 

2. OUTPUT CHARACTERISTICS: 

DC OUTPUT VOLTAGE +5V +1 2V 

MAX. LOAD (50W) 3A 3A 

MIN. LOAD 0.1A 0.1A 

LINE REGULATION 1% 1% 

LOAD REGULATION ±5% ±5% 

RIPPLE & NOISE 1% 1% 



* NOTE: RIPPLE AND NOISE ARE MEASURED ACCORDING TO THE FIGURE BELOW. 
THE VOLTAGE MUST BE MEASURED ACROSS CAPACITOR C1 ABD C2. 
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UNIVERSAL POWER SUPPLY 



3. TIME SEQUENCE: 

RISE TIME 

TURN-ON DELAY TIME 

HOLD-UPTIME 

SWITCHING FREQUENCY.. 



: 50mS MAX. 

: 2000 mS MAX. 

: 16 mS MIN. 

: 100 KHz 



4. PROTECTION: 

OVER POWER PROTECTION: WHEN OUTPUT POWER IS OVER TO 70W , THE OUTPUT VOLTAGE WILL DECREASE. 
OVER VOLTAGE PROTECTION : WHEN +5V OUTPUT IS OVER TO 5.6V-6.5V POWER SUPPLY WILL SHUTDOWN. 
SHORT CIRCUIT PROTECTION: FOR +5V AND +12V OUTPUTS. 

WHEN PROTECTION CIRCUIT IS WORKING, THE POWER SUPPLY WILL SHUTDOWN, ONCE THE 
ABNORMAL CONDITIONS ARE REMOVED, THE POWER SUPPLY WILL RESTART AUTOMATICALLY. 

5. SAFETY REQUIREMENT: 

SAFETY APPROVED : UL (E1 47055) 



EMI REGULATION 

HI-POT TEST: 

PRIMARY TO SECONDARY. 

PRIMARY TO GROUND 

INSULATION RESISTANCE: 

PRIMARY TO GROUND 

LEAKAGE CURRENT 



CSA(LR91879) 
TUV(IEC950 EN60950) 
: MEETS FCC PART 15, CLASS B 



,: 2600VDC, 5mA, 1 Sec. 
: 2600VDC, 5mA, 1 Sec. 



: > 50 Mohm (500VDC) 
< 0.75 mA (240VAC) 



6. ENVIRONMENT: 

AMBIENT OPERATION TEMPERATURE 

AM Bl ENT OPERATION RELATIVE HUM I DITY 

AMBIENT STORAGE TEMPERATURE 

AMBIENT STORAGE RELATIVE 



:0_ TO 50_ 

:20% TO 85% 
.:-20_ TO 80_ 
:10% TO 95% 
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